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EFFICIENT WORK

Low noise in-line duct fans with removable covers  
and small size fitted with Brushless/EC motors

NEOLINEO/EW
Fan:
•	 V0 flame-retardant plastic casing.
•	 External terminal board, with variable position.
•	 Quick and easy to install.

Order code

NEOLINEO/EW 	            100	      (Q)

Inlet diameter 
in mm

NEOLINEO/EW: Low noise in-line duct fans 
with removable covers and small size fitted with 
Brushless/EC motors.

Technical characteristics

Speed 
regulation

Model Power
(W)

min/max

Maximum 
airflow
(m3/h)

min/max

Sound pressure 
level

Lp dB(A)*
min/max

Weight 
approx.

(Kg)

NEOLINEO/EW-100-Q	 Min. Speed.	 1420/2120	 0.05/0.08	 4.5/7	 90/145	 21.0/33.3	 1.5 
	 Nom. Speed	 2125/2850	 0.07/0.12	 7/12	 155/210	 28.9/40.0	 1.5 
	 Max. Speed.	 2560/3300	 0.10/0.16	 10/16.5	 170/230	 33.5/44.5	 1.5	
NEOLINEO/EW-100	 Vel. Min.	 1320/1650	 0.06/0.09	 5.5/8	 140/185	 25.3/31.4	 1.9 
	 Speed Nom.	 1620/2000	 0.09/0.12	 8/12	 180/255	 31.4/36.4	 1.9 
	 Speed Max.	 1920/2330	 0.11/0.17	 11/17	 220/270	 35.7/40.8	 1.9
NEOLINEO/EW-125	 Speed Min.	 1285/1660	 0.07/0.11	 6.5/10.5	 190/270	 28.9/35.1	 1.8	  
	 Speed Nom.	 1600/2040	 0.10/0.17	 10/17	 250/365	 34.8/40.3	 1.8 
	 Speed Max.	 1870/2370	 0.13/0.22	 13.5/24	 300/380	 39.3/44.4	 1.8	
NEOLINEO/EW-150	 Speed Min.	 1340/1895	 0.10/0.20	 10/22	 325/440	 35.0/44.1	 2.2 
	 Speed Nom.	 1630/2230	 0.15/0.31	 15/35	 385/550	 41.6/47.1	 2.2 
	 Speed Max.	 1870/2560	 0.20/0.44	 22/52	 465/620	 46.0/53.2	 2.2
NEOLINEO/EW-160	 Speed Min.	 1300/1900	 0.10/0.21	 10/23	 325/450	 33.8/44.6	 2.1 
	 Speed Nom.	 1560/2290	 0.15/0.33	 15/38	 385/570	 39.2/47.7	 2.1 
	 Speed Max.	 1830/2620	 0.20/0.45	 22/55	 465/630	 45.7/54.1	 2.1
NEOLINEO/EW-200	 Speed Min.	 1990/2330	 0.21/0.32	 22/34	 620/760	 39.4/44.3	 2.5 
	 Speed Nom.	 2400/2820	 0.33/0.50	 36/57	 750/1000	 44.8/46.2	 2.5 
	 Speed Max.	 2750/3120	 0.47/0.63	 53/74	 870/1080	 45.3/47.5	 2.5
NEOLINEO/EW-250	 Speed Min.	 1720/2280	 0.26/0.54	 27/59	 650/850	 43.0/50.9	 5.3 
	 Speed Nom.	 2100/2750	 0.42/0.83	 45/95	 800/1150	 47.4/55.0	 5.3 
	 Speed Max.	 2400/3010	 0.59/1.06	 65/124	 920/1250	 50.4/57.3	 5.3
NEOLINEO/EW-315		  1800/2350	 0.83/1.60	 119/240	 1400/1900	 53.2/60.7	 9.5

Current
(A)

min/max

Motor: 
•	 Brushless/EC motors with with Long Life  

ball bearings
•	 IP44 protection.
•	 Two speeds can be selected using switch.
•	 Each speed can be regulated by a  

potentiometer in the terminal board. Model 
315 adjustable external 0-10 V signal.

•	 Single-phase 220-240 V. 50 Hz

•	 Working temperature:  
Models 100, 125 and 150: -10 ºC +60 ºC. 
Models 200, 250 and 315: -10 ºC +50 ºC. 

Finish:
•	 Made from white, V0 flame-retardant  

plastic.

Q Reference 
low airflow level

Speed
(r/min)

min/max

Dimensions in mm

Model	 A	 B	 C	 C1	 C2	 øD	 E
NEOLINEO/EW-100-Q	 231	 156	 205	 82	 152	 96	 95
NEOLINEO/EW-100	 303	 188.5	 240	 101.5	 189	 96	 90
NEOLINEO/EW-125	 258	 188.5	 240	 101.5	 189	 122	 90
NEOLINEO/EW-150	 294	 214.5	 265	 112.5	 212	 146	 110
NEOLINEO/EW-160	 272.5	 214.5	 265	 112.5	 212	 156	 110
NEOLINEO/EW-200	 300	 234.5	 290	 125.5	 235	 196	 140
NEOLINEO/EW-250	 385	 300	 350	 152.5	 292	 247	 176.5
NEOLINEO/EW-315	 448	 361.5	 460	 188.5	 359	 312	 220.5

CONTROL
Supply optional 
accesory

MOTOR 
BRUSHLESS WITH 
INTEGRATED VSD

BRUSHLESS

* The radiated sound pressure levels are free field measurements at 3 metres with rigid tubes during inlet and outlet.
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Erp. Characteristic curves and ErP data

Accessories
See accessories section.

Standard  
installation  
kit (tube)

Standard 
installation  

plate

Parallel  
installation  
kit (flanges  
and rails)

One-way 
hatches

Fixed grilles MTP010 Air filter 
boxes

Electric 
batteries

DUO two 
speed switch

CONTROL 
UNITS 
AND 

SENSORS

Air intakes for 
houses

Output 
openings for 

houses

Silencer




